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Install QSI  Software  & Drivers  

NOTE:  The USB drivers and associated software included on the 

installation CD must be installed before connecting the QSI camera 

to your computer.  If you wish to use the camera with multiple 

computers, the USB camera driver and software installation must be 

completed on each computer. 

Do not connect your camera to your computer until instructed to do so in the 

camera software installation process.  

System requirements:  

 

Á Pentium compatible PC running Windows® XP SP2 or above, Windows Vista, or 
Windows 2000 SP3 or above. 

Á Available USB 2.0 or USB 1.1 port 

Á 1 GB recommended (256 MB minimum) 

Á 20 MB disk space for installation 

Á 1024x768 display recommended (800x600 minimum),  
24-bit color recommended (8-bit minimum for monochrome images only) 

Á CD-ROM drive 

Á Internet Explorer 6 or higher to display Help 

 

If you choose to use your existing copy of MaxIm DL, it must be revision 4.56 or higher. 

If you choose to use Software Bisque CCDSoft, it must be revision 5.00.175 or above. 

Section  

1 
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Run the QSI Installer  

Start your computer and login as a user with Administrator rights. 

Insert the QSI Installation CD into the CD-ROM drive on your computer.  The QSI Camera 
Installation program should auto-run and display the installation menu.   

Note : Windows Vista users Ɗ 

Vista has additional security measures to reduce the chances for 

drivers or software to be installed without your express permission.  

Please rdd sgd ƏPthbj Rs`qs FthcdƐ dmbknrdc vhsg xntq b`ldq` nq nm

the installation CD for additional details.   

If User Account Control (UAC) is enabled on your Vista computer 

you may see additional dialog boxes confirming that you wish to 

install the software.  If you see any User Account Control dialog 

boxes+ bkhbj ƏNJƐ nq ƏBnmshmtdƐ `r mdbdrr`ry to allow the installer 

to run. 

 

Note : If you have an older system that does not have the ATL 3.0 

library DLL (from Microsoft) installed, you will be prompted to 

install it prior to seeing the menu below.  ATL 3.0 is a shared system 

library the installer uses to install the software on your system.  It is 

a standard Windows DLL and is included on the QSI Installation 

CD for your convenience. 

If the installation program does not auto -run, run the program " Menu .exe" in the 

root directory of the CDROM to lau nch the install er . 
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Install the QSI camera 
software on to your system. 
Click "Install Products" to 
go to the installation menu. 

 

Click "Install Camera 
Software" to begin the 
setup of the QSI drivers and 
support software. 

 

The QSI Camera Software 
setup program starts.  Click 
"Next". 
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You must agree to the 
license agreement to 
proceed with the installation.  
Click on the radio button 
next to "I Accepté" and 
then click "Next". 

 

Enter your name and 
organization.  Select either 
the "Anyone who users this 
computer" (recommended) 
or "Only for me" then click 
"Next". 

 

Click "Install" to begin the 
software installation. 
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If Windows XP is configured 
to provide a warning about 
unsigned drivers (the default 
Windows behavior), you will 
see the dialog to the right: 

Click ñContinue Anywayò 
to proceed with the driver 
installation.  If you have 
turned off unsigned driver 
warnings, you will not see 
this dialog. 

 

When the installation 
process completes, click 
"Finish". 

 

You will be returned to the 
Install 500 Series Camera 
Software window. 

A green check mark will be 
displayed next to ñInstall 
Camera Softwareò indicating 
that you have completed 
this step. 
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Continue with Section 2 Connect Your Camera. 
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Connect Your Camera  

This section describes the Plug and Play installation of your QSI camera when running 
Windows XP or Windows Vista.  Dialog boxes and screen shots may look different on 
Windows Vista.  See Appendix A for Windows 2000 instructions. 

Windows X P and Windows Vista  Installation  

The Found New Hardware Wizard should be used to install drivers for your QSI Camera 
when it is connected to your computer for the first time. 

Note: You must install the QSI camera software as shown in Section  1 

Install QSI Software & Drivers  before proceeding with this section.  

Note:  Refer to the QSI 500 Series User Guide for complete instructions on 

connecting your camera to your telescope. 

Attach the power supply 

to the camera  

The camera will power up 
and run its internal 
diagnostics.  When the 
camera completes its 
startup process, the status 
LED on the back of the 
camera will flash green. 

Connect the camera to 

an unused USB port on 

your computer  
 

Windows will detect the 
camera and display the 
Found New Hardware alert 
along the Task Bar near the 
bottom of your display. 

 

Section  

2 
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The Windows Found New 
Hardware Wizard will start 
and ask if you want to 
connect to Windows 
Update. Click ñNo, not this 
timeò and then Click ñNextò. 

 

Click ñInstall the software 
automaticallyò and then click 
ñNextò. 

 

If Windows is configured to 
provide a warning about 
unsigned drivers (the default 
Windows behavior), you will 
see the dialog to the right. 

Click ñContinue Anywayò 
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Windows installs the QSI 
500 Series Camera driver.  

 

 

When the installation 
process completes, click 
"Finish".  

 

 

 

Once the installation is complete, the status LED on the back of the camera should show a 
steady green indication.  The camera is now ready for use. Proceed with the following 
sections to install any addition software you wish to use. 
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Install MaxIm LE  

Run the MaxIm LE Installer  

If you do not already have MaxIm DL installed and wish to use MaxIm LE to control your 
QSI camera, click "Install MaxIm LE" and follow the MaxIm setup dialogs to complete the 
MaxIm LE installation.  After you complete the MaxIm LE installation, proceed to the MaxIm 
plug-in installation. 

 

Install MaxIm QSI Plug -in  (all versions)  

Once you have completed the installation of MaxIm LE, or if you already have MaxIm DL 
installed, you must now install the MaxIm QSI plug-in to allow MaxIm to communicate with 
your QSI Camera.  

Note:  If you have multiple installations of MaxIm, the plug-in must 

be installed separately for each MaxIm installation. Choose the 

appropriate folder for each MaxIm installation. 

Section  
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Click "Install MaxIm QSI 
Plug-In" to begin the plug-in 
installation 

 

The QSI MaxIm Plug-in 
setup dialog will be 
displayed.  Click "Next". 

 

You must agree to the 
license terms to install the 
plug-in.   
 
Click the radio button next to 
"I Accepté" and then click 
"Next". 

 


