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Install QS| Software & Dnvers

NOTE: The USB drivers and associated software included on the
installation CD must be installedbefore connecting the QSI camera
to your computer. If you wish to use the camera with multiple
computers, the USB camera driver and software installation must he
completed on ach computer.

Do not connect your camera to your computer until instructed to do so in the
camera software installation process.

System requirements:

p>

Pentium compatible PC running Windows® XP SP2 or above, Windows Vista, or
Windows 2000 SP3 or above.

Available USB 2.0 or USB 1.1 port

1 GB recommended (256 MB minimum)

> > >

20 MB disk space for installation

1024x768 display recommended (800x600 minimum),
24-bit color recommended (8-bit minimum for monochrome images only)

CD-ROM drive

p>N

> >

Internet Explorer 6 or higher to display Help

If you choose to use your existing copy of Maxim DL, it must be revision 4.56 or higher.

If you choose to use Software Bisque CCDSoft, it must be revision 5.00.175 or above.




QSI 500 SERIES INSTALLATION GUIDE

Run the QSI Installer

Start your computer and login as a user with Administrator rights.

Insert the QSI Installation CD into the CD-ROM drive on your computer. The QSI Camera
Installation program should auto-run and display the installation menu.

Note : Windows Vista usersD

Vista has additional security measures to reduce the chances for

drivers or software to be installed without your express permission.

Please dd sgd ©®Pthbj Rs qs Fthcd& dmbkn
the installation CD for adlitional details

If User Account Control (UAC) is enabled on your Vista computer

you may see additional dialog boxes confirming that you wish to

install the software. Ifyou see any User Account Control dialog

boxess b khbj ONJ € nqg nAdaiowshe imdale€ ~r mdb
to run.

Note : If you have an older system that does not have the ATL 3.0
library DLL (from Microsoft) installed, you will be prompted to
install it prior to seeing the menu below. ATL 3.0 is a shared system
library the installeruses to install the software on your system. It is
a standardwindows DLL and is included orthe QSI Installation
CD for your convenience.

If the installation program does not auto -run, run the program " Menu .exe" in the
root directory of the CDROM to lau nchtheinstall  er.
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(1051 Camera Installabion | —

500 Series Camera

Install the QSI camera
software on to your system.
Click "Install Products" to
go to the installation menu.

i INSTALL FRODUCTS

BROW E NTENTS

REGISTER NOW

CONTACT UsS

T ——

Install
500 Series Camera
Software

CI'Ck "|nSta|| Cam era Install the QSI came oftware, documentation

" . and USB driver fil hard drive in
SOftwaI’e '[0 beg'n the preparation for installing your camera.
Setup Of the QSI dl’lveI’S and ‘You must perform this step before connecting g S TALL CAMERA SOFTWARE
the camera to your computer. i
SUppOI"[ SOﬂ\Nare. INSTALL MAXIM LE

INSTALL MA 3SIPLUG-IN
Install CCDSoft Plugln (Optional)

Instsll Acrobat Reader (Optional)
MAIN MENU

05T 500 Camera Software Tnetaliohiold Wizard mmmm—

Welcome to the InstallShield Wizard for QSI
500 Camera Software

The InstallShield(R) Wizard will install QSI 500 Camera
Software on your computer, To continue, dlick Next.,

The QSI Camera Software
setup program starts. Click

"Next"
) WARNING: This program is protected by copyright law and

international treaties.

l Mext > l [ Cancel
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You must agree to the
license agreement to
proceed with the installation.
Click on the radio button
nextto" I Accept é
then click "Next".

?I.i?.'z'r ISI'500 Camera Software - InstallShield Wizard

License Agreement

Flease read the following license agreement carefully.

END-USER LICEN SE AGREEMENT FOR QUANTUM SCIENTIFIC IMAGING SOFTWARE @
IMPORTANT-READ CAREFULLY:

Thiz End-User Licenze Agreement ("EULA") i= a legal agreement between you (either an
individual or a gingle entity} and Quantum Scientific Imaging, Inc. (QSI) for the QS| zoftware
that accompanies thiz EULA, which includez az=zociated media and QS Internet-bazed
zervices ("Software™). An amendment or addendum to thiz EULA may accompany the
Software. ¥OU AGREE TO BE BOUND B THE TERMS OF THIS EULA BY INSTALLING,
COPYING, OR USING THE SOFTWARE. IF ¥OU DO NOT AGREE, DO NOT INSTALL, COPY, OR
USE THE SOFTWARE; ¥OU MAY RETURN T TO ¥ OUR PLACE OF PURCHASE FOR A FULL
REFUND, IF APPLICABLE.

(%) 1 accept the terms in the license agreement

(1 do not accept the terms in the license agreement

< Back

3
v
iy
i

Enter your name and
organization. Select either
the "Anyone who users this
computer” (recommended)
or "Only for me" then click
"Next".

Click "Install" to begin the
software installation.

EI.i'-.\.zi ISI'500 Camera Software - InstallShield Wizard

Customer Information

Please enter your infarmation.

User Mame:
|QSI Customer

Organization:
ICCD Astro Imager

Install this application for:
(%) Anyone who uses this computer (all users)
O only for me ()

[ < Back ][ Mext > ] [ Cancel ]

(i QS1 500 Camera Software - InstallShield Wizard

Ready to Install the Program
The wizard is ready to begin installation.

If you want to review or change any of your installation settings, dick Back. Click Cancel to
exit the wizard,

Current Settings:

Setup Type:
Typical

Destination Folder:
C:\Program Files\QSI\,

User Information:
MName: Kevin MNelson
Company: QSI

<Back )l sl ] [ cCancel
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If Windows XP is configured
to provide a warning about
unsigned drivers (the default
Windows behavior), you will
see the dialog to the right:

C| i @ohtinde Anywayo
to proceed with the driver
installation. If you have
turned off unsigned driver
warnings, you will not see
this dialog.

Software Installation

The software you are installing has not passed Windows Logo
testing to verfy its compatibility with Windows XP. (Tell me why
this testing is important .

L.}

Continuing your installation of this software may impair
or destabilize the comect operation of your system
either immediately or in the future. Microsoft strongly
recommends that you stop this installation now and
contact the software vendor for software that has
passed Windows Logo testing.

’ Continue Amyway ] l STOP Installation I

When the installation
process completes, click
"Finish".

You will be returned to the
Install 500 Series Camera
Software window.

A green check mark will be
di splayed nex
Camera Softwa
that you have completed

this step.

InstallShield Wizard Completed

The InstallShield Wizard has successfully installed QSI 500
Camera Software. Click Finish to exit the wizard.

= 0S| Camera Installation | —

Install
500 Series Camera
Software

LE camer: oftware. You
tall the Maxim in after you
ep.

If you already have Maxim DL installed, skip this INSTALL CAMER
step and proceed with the plug-in installation.

INSTALL M/ QS| PLUG-IN
Inst Plugln (Gpticnal)

Ty Install Acrobat Reader (Optional)
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Continue with Section 2 Connect Your Camera.
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Connect Your Camera

This section describes the Plug and Play installation of your QSI camera when running
Windows XP or Windows Vista. Dialog boxes and screen shots may look different on
Windows Vista. See Appendix A for Windows 2000 instructions.

Windows X P and Windows Vista Installation

The Found New Hardware Wizard should be used to install drivers for your QSI Camera
when it is connected to your computer for the first time.

Note: You must install the QSI camera software as shown in Section 1
Install QSI  Software & Drivers before proceeding with this section.

Note: Refer to the QSI 500 Series User Guide for complete instructions on
connecting your camera to your telescope.

Attach the power supply

to the camera

The camera will power up
and run its internal
diagnostics. When the
camera completes its
startup process, the status
LED on the back of the
camera will flash green.

Connect the camera to
an unused USB port on
your computer

Windows will detect the
camera and display the
Found New Hardware alert
along the Task Bar near the
bottom of your display.

i) Found New Hardware *
Q51 500 Series Camera
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The Windows Found New
Hardware Wizard will start
and ask if you want to
connect to Windows
Update.Cl i ck fANoO,
ti meo ald Nektoerd

Welcome to the Found New
Hardware Wizard
Windows will search for cument and updated software by

looking on your computer, on the hardware installation CD, or on
the Windows Update Web site {with your pemmission).

Read our privacy policy

Can Windows connect to Windows Update to search for
software?

() Yes, this time only
() Yes, now and every time | connect a device
(&) No, not this time

Click MNext to continue.

L Mext > ][ Cancel

Click dAlnstal
automati calllck
fiNexto .

This wizard helps you install software for:

Q51 500 Series Camera

Z'.;) If your hardware came with an installation CD

.

&2 orfloppy disk. insert it now.

What do you want the wizard to do?

(®) Install the software automatically (Recommended)
() Install from a list or specific location (Advanced)

Click Mext to continue.

[ < Back ]L Meat > J[ Cancel ]

If Windows is configured to
provide a warning about
unsigned drivers (the default
Windows behavior), you will
see the dialog to the right.

C1 i @ohktinde Anywayo

Hardware Installation

L] ': The software you are installing for this hardware:
-
Q51 500 Series Camera

has not passed Windows Logo testing to verfy its compatibility
with Windows XP. (Tell me why this testing is important )

Continuing your installation of this software may impair
or destabilize the comect operation of your system
either immediately or in the future. Microsoft strongly
recommends that you stop this installation now and
contact the hardware vendor for software that has
passed Windows Logo testing.

[ Continue Amyway ] k STOP Installation i
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[ ound New Hardware Wizard

Please wait while the wizard installs the software_ .. .

Dl Q51 500 Series Camera

Windows installs the QSI
500 Series Camera driver.

I, )

Setting a system restore point and backing up old files in
case your system needs to be restored in the future.

Completing the Found New
Hardware Wizard

The wizard has finished installing the software for:

::;a Q51 500 Series Camera
When the installation

process completes, click
"Finish".

Click Finish to close the wizard.

Once the installation is complete, the status LED on the back of the camera should show a
steady green indication. The camera is now ready for use. Proceed with the following
sections to install any addition software you wish to use.
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Install Maxim LE

Run the Maxim LE Installer

If you do not already have MaxIim DL installed and wish to use MaxIm LE to control your
QSI camera, click "Install Maxim LE" and follow the MaxIm setup dialogs to complete the
MaxIim LE installation. After you complete the MaxIlm LE installation, proceed to the Maxim
plug-in installation.

= oSl Camera nstallation

Install
500 Series Camera
Software

Install Maxim LE camera control software. You
must install the Maxim QS plug-in after you
complete this step

If you already have Maxim DL installed, skip this INSTALL CAMERA SOFTWARE
step and proceed with the plug-in installation.

INSTALL MAXIM LE
INSTALL MAXIM QSIPLUG-IN
DSoft Plugln (Cpticnal)

MAIN MENU

Install Maxim QSIPlug -n (all versions)

Once you have completed the installation of MaxIim LE, or if you already have MaxIim DL

installed, you must now install the Maxim QSI plug-in to allow MaxIm to communicate with
your QSI Camera.

Note: If you have multiple installations of Maximthe plugin must
be installed separatelyfor each Maxim installation Choose the
appropriatefolder for eachMaxIm installation

10
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T

Click "Install MaxIm QS| Communicate with sour
Plug'ln" to begln the p|ug-|n option to install the Max]
installation

MAIN MENU

Maxim to
amera. Select this
| plug-in.

Install
500 Series Camera
Software

INSTALL CAMERASOFTWARE
INSTALL MAXIM LE
TALL MAXIM QSIPLUG-IN
Install GGDSeft Plugin (Optional)

Instsll Acrobat Reader (Opticnal)

The QSI MaxIm Plug-in
setup dialog will be
displayed. Click "Next".

You must agree to the
license terms to install the
plug-in.

Click the radio button next to
""TAccepté" and
"Next".

11



